
Running Track
PU running track provides long 
service life and excellent abrasion, heat 
and water resistance, it’s suitable for all 
weather conditions and very easy for 
installation and maintenance.

Items Name Description

1 Primer Aromatic binder

2 Cushion Layer Aromatic binder

3 Sealer Two component PU + EPDM powder

4 Self-leveling Two component PU

5 Top surface
Spraying surface EPDM + Binder + Pigment + thinner

Broadcasting surface Self-leveling + EPDM

Self-knot surface Two component self-knot PU



Water-permeable Running Track
1. Primer
2. SBR + Binder
3. Spraying surface, EPDM + Binder + Pigment 

+ Thinner

Sandwich Running Track
1. Primer
2. SBR + Binder
3. Sealer, Two component PU + EPDM powder
4. Broadcasting surface, Self-leveling + EPDM



Full PU Running Track
1. Primer
2. Two component self-leveling + SBR
3. Spraying surface, EPDM + Binder + Pigment + Thinner

Full PU Running Track
1. Primer
2. Two component self-leveling 
3. Self-knot surface, self-knot PU

Micro Foam Type Running Track
1. Primer
2. Micro Foam layer
3. Two component self-leveling PU
4. Spraying surface, EPDM + Binder + Pigment + 

Thinner
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